
 

 

Frost Protection Cable 

Features 
 
 The heat output is automatically adjusted in 

response to the variation of the pipe       
temperature. 

 Will not overheat or burn out even in case of 
overlapping. 

 Ready to use. 
 Operating voltage 230 VAC 

Description 
 

Farm owners often wonder how they can protect 
water supply against freezing in the winter 
months. 
Thermal insulation in many cases can not ensure 
complete frost protection of pipelines at negative 
ambient temperatures. Pipelines that are installed 
no deeper than 80cm also have to be protected 
from frost. 
 
A simple, cost-saving and convenient solution for 
the problem is the use of a self-limiting heating 
cable. One end of the cable is fitted with an    
electrical flex that makes the system ready to use. 
 
The cable maintains the required pipe  
temperature during the winter months ensuring its 
proper and reliable operation. 

Advantages 
1. Cost effective 
 
The cables features are low power              
consumption and a reliable protection of    
water supply against freezing and frost  
damage. Therefore it extends the service life 
and reduces repair and operational costs. 
 
2. Safe to use 
 
The cable uses self-limiting technology as a 
heating element, thus the unit will never  
overheat even in case of the cable  
self-overlapping. It automatically adjusts the 
heating temperature in response to the ambient 
temperature. Due to this feature the section can 
be used on a pipe exposed to different  
temperatures (e.g. With one part installed 
outdoor and the other within a building). 
 
With regards to the material used in the  
self-limiting cable, it requires no maintenance 
and no control. 
 
3. Easy installation and power connection 
 
It is easy to install the cable on the pipe. Simply 
fix the heating cable to the pipe and plug it in 
the electrical outlet. 
 
4. Has a long service life 
 
The operating life of the heating cable is 16 
years. 

Supply voltage 230VAC 

Maximum operation  
temperature: 

 

Switched on 65°C 

Switched Off 85°C 

Power output 12W/m 

Cold lead  

Length 2m 

Cross section  3.1, 5mm² 

Plug CEE 7-7 

Thermostat switching  
temperature: 

 

On Not less than +5°C 

Off +15°C 

TECHNICAL DATA 
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Outdoor Heating Solutions 

Section with plug & 

thermostat 

  

Section type Length, m  Power, W 

SPC-HTL-S2-12-2 2 24 

SPC-HTL-S2-12-4 4 28 

SPC-HTL-S2-12-5 5 60 

SPC-HTL-S2-12-6 6 72 

SPC-HTL-S2-12-8 8 96 

SPC-HTL-S2-12-10 10 120 

SPC-HTL-S2-12-12 12 144 

SPC-HTL-S2-12-15 15 180 

SPC-HTL-S2-12-18 18 216 

SPC-HTL-S2-12-25 25 300 

SPC-HTL-S2-12-30 30 360 

Installation 

1. Prior to the heating cable installation it is required to prepare the    
pipeline (clean the surface from dirt, rust, etc.) 

2. Lay the heating cable along the pipe keeping the minimum bending  
radius and fixing it with aluminium tape.                                           
(available from Quality Equipment in 50mm x 50m rolls) 

3. Install the thermal insulation above the pipeline with the installed cable.  
4. After the Installation work is finished, the system can be connected to 

the power supply. 


